
Overhead source water tank with height suggested above is a must.

If the above conditions are not met, don’t sell/purchase SHARP Water PurifierNOTE

IMPORTANT INFORMATION

15�
to

75�

IMPORTANT NOTES BEFORE YOU SELL/PURCHASE
SHARP WATER PURIFIER WJ-400-W

Issued in public interest by

Source water conditions

Suggestions / Recommendations

Recommendations/ Suggestions

Minimum 15 Feet

Visible physical impurities &/ or 
muddy water – even if they 
occur rarely

Upto 75 feet 
(Equivalent of 7 to 8 floors in a 
multi-storeyed building)

High TDS* (more than 2500 ppm)
* total dissolved solids

If not, Increase Tank height or Install External 
Booster Pump of 75 GPD.

Pre-sediment filter must be installed before the Water 
Purifier to enhance life of filter cartridges [PP, CB & RO] along 
with performances of electrical and electronic parts. The 
initial cost of pre filter shall be Rs.1100  and the replacement 
cost is Rs.302. This SHARP approved filter may be purchased 
from the service technician authorised by SHARP. 

Water Purifier WILL NOT give desired results. Filter life 
will be much less than recommended, so do not install 
RO water purifier.

If more, Install Pressure Reducing Valve (PRV).

Distance between bottom of 
the water tank to the main 
unit of Water Purifier

Miscellaneous Items Recommendations/ Suggestions
Input power supply range

Space requirements for installation 
of main unit and tank

Duty cycle or maximum purification 
capacity

Replacement filters

Single phase 150 to 250 vac stabilized supply. Availability of 
5a power socket within 1.5 m from water purifier main unit.

For main unit : 2� x 2� x 1� [height x width x depth]
                                 {may be mounted on wall or placed under sink}
For tank : 1� 6 inches  x  1� [height x depth] 
                             {Recommended to be placed under sink}

Recommended for residential/ domestic usage with 
upto 40 liters of water purification requirements per day. 

Filter life* is given below. However, it is recommended 
that you purchase and keep one set of filters (PP and CB) 
to avoid any delay when the need arises. 

Filter Life* Recommendations/ Suggestions
Poly Propylene (PP) 

Carbon Block (CB)

Disruptor Filter (AF)  

Reverse Osmosis (RO)

3 to 6 Months

6 to 8 Months

8 to 12 Months

24 Months

Filter life may vary according to quality of input water and usage.
Filters will be available from Vestige branch o�ices, it’s online portal 
and service franchisees authorised by SHARP.
Product Warranty - One Year.
Filters Warranty (PP, CB, AF and RO) - As filters are consumables, they 
are NOT COVERED under warranty.
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